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CE-14mGS

CONG TO DIEN TU’ 1 PHA DA CHU’'C NANG
SINGLE PHASE MULTI FUNCTIONAL ELECTRONIC METER

THONG SO Ki THUAT

TECHNICAL PARAMETERS

*bién ap danh dinh(Un): 220; 230V

+Dong dién danh dinh: 10(40)A hoac 20(80)A

+Tan sé: 50Hz

*Hang s6 cong to: 1000xung/kWh; 1000xung/kvarh
«Cép chinh xac: Hiru cong Cl.1 V6 cong Cl.2
DAC TRUNG

*Rated Voltage (Un):220V; 230V

*Rated Current (In): 10(40)A or 20(80)A
*Frequency:50Hz

*Meter Constant: 1000imp/kWh; 1000imp/kvarh
«Class: Active CI.1 Reactive Cl.2
SPECIFICATIONS

+Cong to' 1 pha 2 day do dém tryc tiép theo 2 chiéu giao nhan
«3 biéu gia, 12 bang c&u hinh ngay khoang chuyén ddi biéu
gia, 4 mua, 64 ngay dac biét

Do céc thong sb dién: Hé sb cong suét, V, A, Hz, kW, kvar
*Khao sat biéu db phu tai cac kénh do

+2 Kénh do d& phat hién an cép dién

LUU TRC? VA HIEN THI

+Single phase 2 wire for 2 ways of Energy

<3 Tariffs, 12 day profiles, 4 seasions, 64 special days
*Parameter Measuring: Power factor, V, A, Hz, kW, kvar
+Load profile data of channels

2 Channels for Tamper Detection

DATA STORE AND DISPLAYING

«Di¥ lidu dwoc lwu trén b nhe trén FLASHROM
+Hién thi ma OBIS theo tiéu chuan IEC 62056-61
*LED chi thj cac canh bao

TRUYEN THONG

*Data in FLASHROM Memory

+Displaying with OBIS Code according to IEC 62056-61
*LED for Tamp detection Displaying

COMMUNICATION

+Cdng RS-485 dung cho MODEM GPRS
«Cdng quang cach ly theo tiéu chuan IEC 62056-21,61

CAP BAO VE

*RS-485 for GPRS MODEM

*Optical port according to IEC 62056-21,61
PROTECTION

-Vé cong to: IP 51

KICH THUOC LAP DAT VA SO BO BAU DAY

- Casing: IP 51

DIMENSIONS AND CONNECTION DIAGRAMS

«Kich thuwéc Iap dat - Dimensions(mm) : L220xW130xH86
*Nhiét do lam viéc - Working Temperature: -15 to +70 o C
+D6 &m - Humidity: 95%

Trong lwong(Weight): 1Kg
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GELEX ELecTRIC

CONG TY TNHH THIET B| BIEN GELEX
A Toa nha GELEX, s6 52 L& Dai Hanh, P. L& Bai Hanh, Q. Hai Ba Trung, Ha Ngi, Viét Nam

«fl KCN Dai Déng - Hoan Son, huyén Tién Du, tinh Béc Ninh, Viét Nam

(" (84-24) 36331508 s (84-24) 3 6331510 @wvmgelexelectric,vn $ ge@gelexelectric.vn

GELEX ELECTRIC EQUIPMENT COMPANY LIMITED
A GELEX Tower, No.52 Le Dai Hanh Str., Hai Ba Trung Dist., Hanoi, Vietnam
ol Dai Dong-Hoan Son Industrial Zone, Tien Du, Bac Ninh province, Vietham

¢ (84-24) 36331508 s (84-24) 36331510 @w,ge\exe\edric‘vn @ ge@gelexelectricon
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CE-14mGS

CONG TO' PIEN TU’ 1 PHA DA CHU'C NANG
SINGLE PHASE MULTI FUNCTIONAL ELECTRONIC METER

+Cong to' 1 pha 2 day do trie tiép néng lwong theo 2 chidu giao nhan
+3 biéu gid, 12 bang cau hinh ngay khoang chuyén dbi biéu gia, 4

mua, 64 ngay dac biét

+Do céc thong sb dién: Hé sb cong suét, V, A, Hz, PF, kW, kvar...
*Khao sat biéu db phu tai cac kénh do

+2 Kénh do dé phat hién an cép dién

«Single phase 2 wire for 2 ways of Energy

3 Tariffs, 12 day profiles, 4 seasions, 64 special days
«Parameter Measuring: Power factor, V, A, Hz, PF, kW, kvar
Load profile data of channels

+2 Channels for Tamper Detection



